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	SAE No
	Actual O-Ring Dimensions
	C
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	W
	ID
	
	
	
	
	
	
	

	2
	1.63 
	6.07
	1.57
	9.09
	1.87
	17.06
	11.88
	12°
	11.12

	3
	1.63
	7.65
	3.17
	10.69
	1.87
	19.05
	11.88
	12°
	12.70

	4
	1.83
	8.92
	4.36
	12.36
	2.36
	21.03
	13.89
	12°
	14.30

	5
	1.83
	10.52
	5.94
	13.97
	2.36
	23.01
	13.89
	12°
	15.87

	6
	1.98
	11.89
	7.54
	15.64
	2.46
	23.08
	15.46
	12°
	17.47

	8
	2.21
	16.36
	9.93
	20.59
	2.54
	30.17
	17.47
	15°
	22.22

	10
	2.46
	19.18
	12.29
	23.92
	2.54
	34.13
	19.83
	15°
	25.40

	12
	2.95
	23.47
	15.46
	29.15
	3.30
	41.27
	23.01
	15°
	31.75

	14
	2.95
	26.59
	18.26
	32.33
	3.30
	44.83
	23.01
	15°
	34.92

	16
	2.95
	29.74
	21.43
	35.50
	3.30
	48.51
	23.01
	15°
	38.10

	20
	3
	37.47
	27.38
	43.51
	3.35
	57.65
	23.01
	15°
	47.62

	24
	3
	43.69
	33.32
	49.83
	3.35
	65.02
	23.01
	15°
	53.97

	32
	3
	29.36
	45.23
	65.70
	3.35
	88.39
	23.01
	15°
	69.85



DIAMETER D SHALL BE CONCENTRIC WITH THREAD P.D. WITHIN .005. F.I.R.





THIS SURFACE SHALL BE SQUARE WITH THE THREAD P.D. WITHIN .010 F.I.R. WHEN MEASURED AT DIA. L
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MIN BOSS HEIGHT
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C DIA. THIS DIM. APPLIES ONLY WHEN TAP DRILL CAN NOT PASS THRU ENTIRE BOSS
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